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ODRZAVANJE HIDRAULICNIH SISTEMA

OHS d.o.o. Kakanj

Rudi Cajavec 3, 72 240 Kakanj, BiH
e-mail: ohs.kakanj@gmail.com
Telefon/fax: + 387 32 558 588

Prodaja: + 387 61 447 787
Servis: + 387 61 745 245




SB - Solid Body

Cekici tezine 55 - 1.060 kg, namjenjeni za bagere 0,7 - 24 tone

High efficiency & performance
) EnergyRecovery
) Internal control valve

High reliability

)} SolidBody concept

)} Integrated accumulator
with patented diaphragm
design

Blank firing protection
Pressure relief valve
Double tool retainer bars
Dustwiper

Big tool diameter

Oil drainage plug

Piston liner
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Kataloki broj Cekica

Extremely maintenance-friendly
) Patented tool locking system
} Floating tool bushing

)} Central lubrication point
) ContiLube™ Il micro or
ContiLube™ Il (optional)

) SolidBody concept

) Readily accessible
connection ports

Extremely versatile

» Airinlet

) Water inlet

) SolidBody concept

)} Exchangeable restrictors

) Oil drainage port

} Wide range of working tools

Max ulazna
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8460030010 8460030030 8460030040 | 8460030050 | 8460030060 | 8460030070 | 8460030080 | 8460030085 | 8460030090

Modeli SB su PREMIUM ¢ekic¢i sa mnogim naprednim
opcijama kao: ugradeni ventil za zasStitu od
preopterecenja, Autostart sistem, zastita od ulaska
prasine i necisto¢a (Dust Wiper), opcija stalnog
podmazivanja (ContiLube), moguc¢nost rada ispod
povrsine vode i u tunelima (u svim polozajima), vodene
mlaznice za uklanjanje prasine u radu, zracne mlaznice,
Sirok izbor radnih alata, kompaktniji i uzi dizajn (tijelo je
snazni odlivak sa izmjenjivim potroSnim elementima),
vrhunska servisibilnost na terenu (plivaju¢a ¢ahura), nema
potrosnih odbojnika, nema dugih vijaka, manje je
pomicnih i potrosnih dijelova, ...
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MB - Medium Breakers

Cekici tezine 750 - 1.650 kg, namjenjeni za bagere 10 - 32 tone

Short stroke mode in soft material

Impa Normal impact energy

mpactrate [  High impact rate

The Medium Breakers are ideal for concrete and _ _

. : Long stroke mode in hard material
asphalt demolition work, secondary rock breaking - —
and primary rock excavation on construction sites. _ Normat impact rate

The automatic lubrication system ContiLube I
optimizes the lubrication procedure and reduces
maintenance and standstills to a minimum.

The VibroSilenced Plus concept with non-metallic
suspension of percussion mechanism in the fully-
sealed box reduces noise and vibration levels.

Energy recovery automatically utilizes the
piston recoil energy to reduce vibration
levels and improve performance.

EPIROC MB SERIJA MB 750 MB 1000 MB 1200 MB 1500 MB 1650
Protok ulja 80 - 120 85 - 130 100 - 140 155 130 - 170
The opticnal active two-stage sealing system
DustProtector Il extends the service life of Radni pritisak - 140 - 170 160 - 180 160 - 180 160 - 180 160 - 180
t d L : tion,
companents and lowers grease consumption 370 - 840 350 - 750 340 - 680 330 - 680 390 - 640

Jacina zvuka

Kataloski broj bez Dust Protector 3363120081 3363120051 3363120023 3363120010
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WWWW.OhSkakanJ Lom Katalogki broj sa Dust Protector 3363120507 | 3363120480 | 3363120401 | 3363120441 | 3363118370

1 - tezine se odnose samo na standardne bagere; 2 - ukupna teZina ¢ekica u radnom stanju: sa alatom, prosje¢nom veznom plotom i crijevims




" The built-in pressure cut-off valve
PowerAdapt prevents overloading,

HB - Heavy Breakers =«

Cekiéi teZine 2.000 - 10.000 kg, za bagere 22 - 140 tona

Our Heavy Breakers are highly adapted for primary
blast-free rock excavation and secondary rock breaking
on construction sites and in quarries, surface and under-
ground mines as well as primary demolition of massive
reinforced concrete structures,

The piston stroke length system AutoControl automatically
adjusts the output balance during operation thus optimizing
performance

Short stroke mode in soft material

Impact energy Normal impact energy

Impact rate Short impact rate

Long stroke mode in hard material

Impact energy High impact energy

Impact rate Normal impact rate
The automatic lubrication system ContiLube Il
optimizes the lubrication procedure and reduces
maintenance and standstills to a minimum.

The patented Intelligent Protection System (IPS) automatically
adjusts the start-up & shutdown behaviour during operation

combining easy positioning with maximum blank firing protection

Energy recovery automatically utilizes the piston
recoil energy to reduce vibration levels and
improve performance.

IPS combines the benefits of both AutoStart and Auto-
Stop: easy positioning and blank firing protection,
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The VibroSilenced Plus concept with non-metallic
suspension of percussion mechanism in the fully-

sealed box reduces noise and vibration levels

EPIROC HB SERIJA HB 2000 | HB 2500 | HB 3100 | HB 3600 | HB 4100 | HB 4700 | HB 5800 | HB 7000 | HB 10000
. : : TeZzina bagera 1 t 22-38 27 -46 32-52 35-63 40 -70 45 -80 58 - 100 70-120 85-140
The optional active two-stage sealing system
DustProtector |l extends the service life of Tezina cekica > kg 2.000 2.500 3.100 3.600 4.100 4.700 5.800 7.000 10.000
components and lowers grease consumption,
Pre¢nik spica mim 145 155 165 170 180 190 200 210 240
Protok ulja Vmin 150-190 | 170-220 | 210 -270 | 240 -300 | 250-320 | 260-360 | 310 -390 [ 360 -450 | 450 -530
Radni pritisak bar 160 -180 | 160-180 | 160 - 180 | 160-180 | 160-180 | 160-180 | 160 - 180 | 160 -180 | 160 - 180
Broj udara udar/min | 300-625 | 280 -580 | 280 - 560 | 280 -560 | 280 -550 | 280 -540 | 280-540 280480 250-380
Jacina zvuka dB (A) 120 121 120 123 124 126 121 121 123
Max.hidr.ulaz.snaga kw 57 66 31 90 96 108 117 135 159

wwww.ohskakanj.com

1 - tezine se odnose samo na standardne bagere; 2 - ukupna tezina ¢eki¢a u radnom stanju: sa alatom, prosjetnom veznom plo¢om i crijevima




EC - Essential Casing Breakers

Cekici tezine 95 - 4.200 kg, namjenjeni za bagere 1 - 70 tona

[ VibroSilen

vibrations

EC140T-EC180T

Monoblock design

Combined cylinder & tool holder section eliminating the need
for tie rods for higher reliability; replaceable piston liner for
cost-effective repairs

Percussion chamber ventilation
The built-in check valve reduces dust intake into the tool
guiding area and the percussion chamber

StrokeControl valve

The combined stroke length and start-up mode switching valve
enables the operator to adjust the breaker operation mode to
the application for optimum performance

/ Hybrid technology

/ Integrated nitrogen piston accumulator
/ for constantly high impact energy, safe T
start-up and smooth operation

| Non-metallic suspension arrangements
to isolate percussion mechanism from
breaker box and sealing of all openings
for lower noise and vibration levels

Advanced control
The integrated control valve optimizes {
efficiency: the EnergyRecovery system / ’
increases operating efficiency and lowers

technology

ECO90T-EC135T

ContiLuba™ ||
Optional self-bleeding automatic lubrication device for
optimized grease consumption and continuous lubrication

Field replac bushing
Full length floating tool bushing for quick exchange with

standard hand tools

wwww.ohskakanj.com

Features and benefits

Vibro- Energy Internal
Silenced recovery control
Plus system valve

Hybrid

technology
EC40T
EC50T
ECE60T
EC70T
EC80T
EC90T
EC100T
EC120T
EC135T
EC140T
EC150T
EC155T
EC165T
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Double tool Percussion Stroke
retainer chamber Control
bars ventilation Valve

Monoblock = Floating Single

design bushing retainer pin Gontiiube i

Max hidr. Protok Radni

ulaz maga hldr ulja pritisak
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o 380-650*

150-200

- tezine se odnose standardne bagere; 2 - ukupna tezina ¢ekica sa alatom, prosjeénom veznom plocom i crijevima; * - autostop mod; ** - autostart mod
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SERVIS

NASIM KUPCIMA OBEZBJEDILI SMO:
Najbolji servis i1 podrsku za hidraulicne ¢ekice
Originalne rezervne dijelove, alate i maziva za cekice
Dijagnostiku 1 otklanjanje kvarova na bagerima 1 ¢eki¢ima
Podesavanja parametara za rad ¢ekica, obuku za pravilan rad i odrzavanje cekica
Hidrauli¢na crijeva, vezne ploce i hidr. elemente (ventili, spojke, hidroakumulatori)

CHISEL PASTE
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ODRZAVANJE HIDRAULICNIH SISTEMA
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